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UNIROLL SP - KNIFE COATING HEAD
UNIROLL SP — TF AND TM VERSIONS

Conventional knife coating head which comes in two different versions: TF and TM. The TF
model is easy and reliable, it is ideal for thickness processes; thanks to its wide selection of
accessories the TM model can be used both for on air processes and for customised
applications on different materials .

GENERAL FEATURES
Dati Tecnici / Technical features
Descrizione Unita di
Description misura | SP 180 |SP 200|SP 220 | SP 240 | SP 260

Velocita di lavoro

Mechanical speed M/min.| 1-50 | 1-50 | 1-50 | 1-50 | 1-50

Altezza minima da terra
Min. height from floor

Tavola nominale cilindri
Nominal width

Mm 1000 1000 1000 1000 1000

Mm 1800 2000 | 2200 | 2400 | 2600

Tavola utile di lavoro (max)

Max coating width Mm 1650 1850 | 2050 | 2250 | 2450

Potenza elettrica installata

Installed el. power kW 3 3 3 3 3

Potenza elettrica assorbita KW 2,25 225 2,25 2,25 2,25

Absorbed electrical power
Applications
Model SPTF SPTM
Support
Textile - precision thickness coating - Precision thickness coating
- foam thickness coating - Foam thickness coating
- Direct coating with "on air"
scraping technology for
impregnations, light coatings and
technical finishing
Release paper Thickness coating to make PU Thickness or "on-air" coating to
and PVC film make PU and PVC film
Synthetic leather, |Finish, foam and adhesive|Finish and adhesive coating to a
foils, films and|coating to a given thickness given thickness
other materials
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UNIROLL SP TF - Fixed head

- Chromium-plated steel counter roller - Ref. pict. 1

- Counter roller driven by AC gearmotor

- Fixed coating head for thickness coating

- One-blade holder provided with a blade profile P 20

- Coating limiting devices manually adjustable - Ref. pict. 7

- Through blade mounted in front of the doctor-blade - Ref. pict. 7

- Independent motor-controlled micrometric adjustment of processing thickness on
the two sides with thickness (clearance) values shown on digital display on the
control board - Ref. pict. 11

- Fast opening and closing of the blade-holder unit with pneumatic pistons for quick
release.

- Qutlet idler supporting roller adjustable by means of independent handwheels

- Inlet idler roller with independent (left -right) adjustment by means of handwheels —
Ref. pict. 1

- Machine display and controls placed in a bridge above the machine - Ref. pict. 1 &
11

UNIROLL SP TM - Mobile head

- Chromium-plated steel counter roller - Ref. pict. 1

- Counter roller driven by AC motor

- Mobile coating head for thickness and "on-air" coating. Shifting of the turrets by
handwheel. A synchronizing shaft ensures parallelism of the two blade holder turret;
position is checked by means of a millimetric scale.

- Two-position blade holder provided with two blades profiles P 20 and R 30 - Ref.
pict. 3

- Coating limiting devices manually adjustable - Ref. pict. 7

- Through blade mounted in front of the doctor-blade - Ref. pict. 7

- Independent motor-controlled micrometric adjustment of processing thickness on
the two sides with thickness (clearance) values shown on digital display on the
control board - Ref. pict. 11

- Fast opening and closing of the blade-holder unit with pneumatic pistons for quick
release.

- Qutlet idler supporting roller adjustable by means of independent handwheels

- Inlet idler roller with independent (left-right) adjustment by means of handwheels —
Ref. pict. 1

- Machine display and controls placed in a bridge above the machine - Ref. pict. 1 &
11
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OPTIONALS

- Rubberized counter roller, oil and solvent resistant, hardness 75 ShA

- Pneumatic resin distributor (to-fro) — Ref. pict. 1

- Feeding piston pump: max. viscosity 35.000 CPS — Ref pict. 14

- Level check probe for automatic feeding of through — Ref pict. 7

- "Banana" widening roller with adjustable curving - Ref. pict. 12

- Slats expander (recommended for textile) - Ref. pict. 15

- Automatic centring system of coating limiting devices with feeler - Ref. pict. 8

- Automatic seam jump device with electronic detector for the seam, complete with
stroke limiter for the knife — Ref. picts. 3 & 4
- Motorized shifting of the turrets by a/c gearmotor - Ref. pict. 6

- Fabric or paper supporting and tensioning devices:
- Idler chromed roller, manually adjustable both in vertical and horizontal way
- "U-bar" with counter-blade (for scraping 6 “"on-air” coating) - Ref. pict. 5

SPECIAL VERSIONS

Special versions of the machine, suppliable on spedific request, are available. The same
may include:

- Double blade-holder (for wet-on-wet coating) (pict. A)
- Padding foulard with squeezing rollers (pict. B)

Figura/Picture B
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FOTO - PICTURE 3 FOTO - PICTURE 4
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FOTO - PICTURE 7
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FOTO - PICTURE 9 FOTO - PICTURE 10

FOTO -PICTURE 11
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FOTO PICTURE 12

CILINDRI CURV]
per applicanone su asciutto e
sU Dagnato. Disponitifl nei
gigmetri 75-100-120 mm

BOW ROLLERS
for wet and dry applications
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FOTO - PICTURE 13 FOTO - PICTURE 14
CILINRO ALLARGATORE A DOGHE — POMPA A PISTONE —
SLATS EXPANDER PISTON PUMP
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FOTO - PICTURE 15
CILINRO ALLARGATORE AD ELASTICI -
STRINGS WIDENER
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Profiles of coating knives (scraping, "on air", floating knife)
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Profiles of coating knives (thickness coating)
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